
Ðàçìåðû, ìì:

Ñïåöèôèêàöèÿ

        12Â 130À÷
GPL 121300 - áàòàðåÿ îáùåãî ïðèìåíåíèÿ ñî ñðîêîì ñëóæáû 10
ëåò â áóôåðíîì ðåæèìå èëè áîëåå 260 öèêëîâ çàðÿäà-ðàçðÿäà
â öèêëè÷åñêîì ðåæèìå ïðè 100% ðàçðÿäå. Êàê è âñå áàòàðåè 

, îíà ïåðåçàðÿæàåìàÿ, âûñîêîýôôåêòèâíàÿ è íå òðåáóþùàÿ
îáñëóæèâàíèÿ.

Êîë-âî ýëåìåíòîâ â áëîêå 

Íîìèíàëüíîå íàïðÿæåíèå

Ìàòåðèàë êîðïóñà

Âûâîäû 

Ñðîê õðàíåíèÿ 

Íàïðÿæåíèå çàðÿäà ïðè öèêëè÷åñêîì ðåæèìå 

Ìàêñèìàëüíûé òîê çàðÿäà

Íàïðÿæåíèå ïîäçàðÿäà 

Íîìèíàëüíàÿ ðàáî÷àÿ òåìïåðàòóðà 

Äèàïàçîí ðàáî÷èõ òåìïåðàòóð

Âíóòðåííåå ñîïðîòèâëåíèå
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Âûñîòà (ìàêñ.)

6

ïîëèïðîïèëåí

 

äî 6 ìåñÿöåâ ïðè 25°Ñ, áåç ïîäçàðÿäà*

14.4 - 15.0 Â ïðè 25°Ñ 

39.0 A 
 â ðåæèìå ïîñòîÿííîãî ïîäçàðÿäà I íå îãðàíè÷åímax 

(ïðè çàðÿäå ïîñòîÿííûì òîêîì),

25°Ñ 

5  ìÎì 

12

800A (5 ñåê)

130 A÷ ïðè -÷àñîâîì ðàçðÿäå äî U  - 1.75 Â/Ýë ïðè 25 °Ñêîí.

ðàçðÿä: îò -20°Ñ äî +50°Ñ
çàðÿä: îò -20°Ñ äî +40°Ñ
õðàíåíèå: îò -20°Ñ äî +40°Ñ

13.5 - 13.8 Â ïðè 25°Ñ 

      *Ïåðåä èñïîëüçîâàíèåì áàòàðåþ íåîáõîäèìî çàðÿäèòü.  Ïðè áîëåå âûñîêîé òåìïåðàòóðå îêðóæàþùåé ñðåäû âðåìÿ õðàíåíèÿ ñîêðàùàåòñÿ.
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- PERFORMANCE DATA
Discharge Rates in Watts to Various End Voltages at 25℃(77℉) 

     End Voltage
Time

11.10V 10.80V 10.50V 10.20V 9.90V 9.60V 

5 min 2998 3252 3841 4299 4489 4738 

10 min 2387 2589 3058 3423 3574 3772 

15 min 2327 2503 2789 2850 2956 3122 

30 min 1237 1331 1483 1515 1572 1660 

60 min 832 859 885 899 905 912 

120 min 439 453 467 474 477 481 

180 min 350 361 372 378 380 383 

240 min 281 290 299 303 306 308 

300 min 239 246 254 258 260 262 

600 min 141 146 150 152 153 155 

1200 min 74.2 76.6 79.0 80.2 80.8 81.4 
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Effect of Temperature on Capacity  25 (77 )℃ ℉
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(1) Discharge : 0.17CA
(2) Charge : 0.1CA for 9hr
(3) End of life discharge voltage : 1.65 Vpc
(4) Temperature : 20℃

- Discharge Rates in Amperes to Various End Voltages at 25℃(77℉) 
             End Voltage
Time

11.10V 10.80V 10.50V 10.20V 9.90V 9.60V 

5 min 280 304 359 402 420 443
10 min 208 225 266 298 311 328 
15 min 198 213 237 243 252 266
30 min 104 112 125 127 132 140 
60 min 69.6 71.9 74.1 75.2 75.8 76.3

120 min 36.6 37.7 38.9 39.5 39.8 40.1 
180 min 29.0 29.9 30.9 31.3 31.6 31.8
240 min 23.2 24.0 24.7 25.1 25.3 25.4 
300 min 19.7 20.4 21.0 21.3 21.5 21.6
600 min 11.6 12.0 12.4 12.5 12.6 12.7 

1200 min 6.11 6.30 6.50 6.60 6.65 6.70
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